
Hydraulic hoses GOLD

Hot water superservice 2 blue braids 400bar - GOLD

Hot water superservice 2SC black  400bar  Gold -
RockCover
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Composition: · Inner tube: synthetic rubber resistant to hydraulic, vegetable and mineral oil.
· Reinforcement: two metal meshes.
Cover: synthetic rubber resistant to oil, abrasion and atmospheric conditions.

Working temperature: From -40º C to + 155º C (peaks).

FLAME RETARDANT according to ISO 8330: 2014

Part nº DN Ø in Ø out Working Working Burst Burst Bending Weight
Pressure pressure pressure pressure radius (kg/m)

(bar) (psi) (bar) (psi) (mm)
MLC0215NRC 5/16" 8,3 14,6 400 5.800 1.600 23.200 85 0,30

MLC0216NRC 3/8" 9,9 16,6 400 5.800 1.600 23.200 90 0,37

MDQC0215NRC 5/16" 8,3 14,6 400 5.800 1.600 23.200 85 0,30

MDQC0216NRC 3/8" 9,9 16,6 400 5.800 1.600 23.200 90 0,37

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility  resulting from an inappropriate use of the product, except the ones related to  manufacturing defects.

Printed on: 10/10/2026 at 00:16


