Hydraulic hoses GOLD DICSQ

Steel Braid GOLD - DiamondCover
EN 856 4SH hose Gold - DiamondCover
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Composition: -Inner tube: special synthetic rubber resistant to mineral, vegetable and hydraulic oil.
-Reinforcement: four braids of steel wire.
-Cover: synthetic rubber, very high resistant to oil, abrasion and weather.
Working temperature: From -40° C to +100° C.
Part n° DN @in @ out | Working Working | Burst pressure| Burst pressure| Bending Weight
Pressure | pressure (bar) (psi) radius (kg/m)
(bar) (psi) (mm)
MDQ456912DC 3/4" 19,5 32,3 280 6.090 1.680 24.360 280 1,45
MDQ456916DC 1" 25,4 38,7 380 5.510 1.520 22.040 340 2,87
150® gp‘lw
ABRASION RESISTANCE OZONE RESISTANCE

ensss (L) ©>°° 72h

GREENLINE 0,409 100h

TrAle’ 0,209 S0k

Lol 0,059 2000h
RAOND, 0,009 25N 2000 cyctes 3300h

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility resulting from an inappropriate use of the product, except the ones related to manufacturing defects.
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