
DNP Quick-release couplings

Brake valves

Male agricultural valve

1/1Mild Steel

Material: Steel

Seals: NBR

Working temperature: -25ºC / +100ºC

Working pressure: 200 bar

Connection under pressure: Allowed (both male or female side)

Part nº R1 R2 R3 Working ISO size BG size Coupling Water FLOW MAX L HEX G
Pressure flow(l/min)(l/min) 1

(bar)
A950108 1/2" BSP - M36x2 200 12,5 3 M (Tipo C) 24 48 48 36 15,5

A950118 M18x1,5 - M36x2 200 12,5 3 M (Tipo B) 24 48 48 36 21

A950120 M20x1,5 - M36x2 200 12,5 3 M (Tipo B) 24 48 51 36 23

A950122 M22x1,5 - M36x2 200 12,5 3 M (Tipo B) 24 48 41 36 23

A9141620 M16x1,5 M20x1,5 M36x2 200 12,5 3 M (Tipo A) 24 48 52,5 36 12,5

A9141820 M18x1,5 M20x1,5 M36x2 200 12,5 3 M (Tipo A) 24 48 52 36 12,5

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility  resulting from an inappropriate use of the product, except the ones related to  manufacturing defects.
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