MHA Ball valves high pressure DICSQ

4 Ways ball valve
Multi-way ball valves female 4 ways (Type X)

Mild Steel 1/1

Tmin/Tmax: -20°C/+100°C

Joints: NBR
Part n° DN R1 MAX. HEX 1 @D oM A B C D H I J K L
PRESSURE
(bar)

4KHG 1/8 4 1/8" BSP 500 12 - 6,5 - 101 22 40 58 70 | 55 | 160 | 100
4KHG 1/4 6 1/4" BSP 500 12 - 6,5 - 101 22 40 58 70 | 55 | 160| 100
4KH G 3/8 10 3/8" BSP 500 14 - 6,5 72 - 27 50 68 80 | 65 | 200| 115
4KHG 1/2 13 1/2" BSP 400 14 - 9 82 - 31 60 78 | 100 | 80 | 200 | 136
4KH G 3/4 20 3/4" BSP 315 17 138 | 8,5 96 - 36,5| 67 88 | 113 | 85 | 320 | 154

4KHG 1 25 1" BSP 315 17 138 | 8,5 | 112 - 47,5| 82 103 | 119 | 85 | 320 | 172
4KHG11/4 | 25/32| 1"1/4 BSP 315 17 138 | 8,5 | 112 - 47,5| 82 103 | 119 | 85 | 320 | 180
4KHG11/2 | 25/40 1"1/2 BSP 250 17 138 | 8,5 | 112 - 47,5| 82 103 | 119| 85 | 320 | 180

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility resulting from an inappropriate use of the product, except the ones related to manufacturing defects.
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