
Italian series Swivel fittings

Swivel fitting BSP

Straight swivel fittings BSP

1/1Mild Steel

Temp: -20, +80 ºC

O-rings: NBR

Part nº R1 FLOW MAX MAX. Max. L L1 HEX 1 HEX 2 ØC E
(l/min) PRESSURE rotation

(bar) pressure
GGL 1/4 1/4" BSP 25 400 200 42 61 30 19 6 24

GGL 3/8 3/8" BSP 35 400 200 44 66 34 24 8,5 25

GGL 1/2 1/2" BSP 60 300 150 47 71 36 27 11,5 32

GGL 3/4 3/4" BSP 100 300 150 50 89 45 34 15 49,5

GGL 1 1" BSP 180 300 100 57 98 50 41 21 54,5

GGL 1 1/4 1"1/4 BSP 200 300 100 63 101 55 50 28 60

GGL 1 1/2 1"1/2 BSP 250 300 80 70 110 65 55 35 69,5

GGL 2 2" BSP 300 250 50 75 118 75 65 44 84,5

Warning: The swivel joints in line and 90 ° are NOT eligible for fast and continuous rotation, but only for angular
displacement

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility  resulting from an inappropriate use of the product, except the ones related to  manufacturing defects.
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