
CAMLOCK DIN EN 14420-7

CAMLOCK Unions brass

CAMLOCK brass -coupling with serrated hose shank
Type C
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Norm: EN 14420-7 / DIN 2828

PN: 1/2 "- 4" 150 PSI ----- 5 "- 6" 75 PSI

Gasket: JCAMNBR...

Part nº DN DN L L2 ØC ØD K

BRC012 1/2" 12 61,8 28,6 8,2 14,3 43,2

BRC020 3/4" 20 86 33 14,1 20,6 60,3

BRC025 1" 25 94 39,5 20 27,2 66,7

BRC032 1"1/4 32 102,5 46,2 25,5 33,8 77,8

BRC040 1"1/2 40 114 43,5 32 39,5 86,9

BRC050 2" 50 118 48 44,5 52 97,9

BRC080 3" 80 148 53 70 79 135

BRC100 4" 100 162 58 95,5 104 161

The dimensions in micro-casting parts are approximated in those elements without mechanization.
NBR gasket
Arm:  brass
Pin, clip, and collar: carbon

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility  resulting from an inappropriate use of the product, except the ones related to  manufacturing defects.
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