
Low pressure hoses

Synthetic rubber hoses (diesel oil)

Synth. rubber hose with a galvanized steel braided
(gasoil)
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Composition: ·Inner tube: black synthetic rubber.
·Cover: galvanized steel braid.

Working temperature: From -20º C to +90º C.

Part nº Ø in Ø out Working Working Burst Burst Bending
Pressure pressure pressure pressure radius (mm)

(bar) (psi) (bar) (psi)
M10005 5 10 25 362,5 100 1.450 25

M10006 6 12 25 362,5 100 1.450 30

M10007 7 13 25 362,5 100 1.450 35

M10008 8 14 25 362,5 100 1.450 40

M10009 9 16 20 290 80 1.160 45

M10012 12 20 20 290 80 1.160 50

M10014 14 22 15 217,5 60 870 55

M10015 15 24 15 217,5 60 870 60

M10018 18 26 15 217,5 60 870 65

M10020 20 29 10 145 40 580 85

M10022 22 31 10 145 40 580 100

M10025 26 35 8 116 30 435 130

M10030 30 40 6 87 25 362,5 200

M10040 40 52 10 145 40 580 290

M10050 50 62 10 145 40 580 380

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility  resulting from an inappropriate use of the product, except the ones related to  manufacturing defects.
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