
PTFE hoses TrAle

Convoluted PTFE

Convoluted PTFE 1 braid -  BOXES
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Part nº DN Ø Ø Ø OUTØ OUT WORK WORK BURST BURST BEND RADIUS WEIGHT REEL
INNERINNER min max PRESSUREPRESSURE PRESSURE PRESSURE (mm) (Kg/m) LENGTH

min max (bar) (psi) (bar) (psi) APROX.
M292006075 1/4" 0.23 0.25 0,36 0,38 135 2.494 405 5.874 0,71 0.10 75*

M292009050 3/8" 0.39 0.43 0,58 0,64 125 1.740 375 5.436 0,79 0.13 50

M292013030 1/2" 0.51 0.55 0,71 0,78 110 1.595 330 4.785 0,98 0.18 30

M292016025 5/8" 0.62 0.66 0,85 0,91 80 1.160 240 3.480 1,97 0.21 25

M292020025 3/4" 0.76 0.81 0,98 1,08 70 1.015 210 3.045 2,56 0.26 25

M292025010 1" 0.99 1.05 1,26 1,35 50 725 150 2.175 3,54 0.36 10

GENERAL TOLERANCE +/-5M
*1/4": 1 or 2 rolls per box (minimum 25 m)

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility  resulting from an inappropriate use of the product, except the ones related to  manufacturing defects.
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