HYDMASTER - MODEL TECHNICAL REFERENCE

Oleodinamica Marchesini V0611 VUI 1/2 integrated
check valve

Manufacturer: Oleodinamica Marchesini
Manufacturer part number / published order designation: V0611

Published model: V0611

About this compilation

Prepared by Hydmaster from selected manufacturer documentation. Original technical pages follow without cropped
drawings, rewritten data or altered units. This cover and index are Hydmaster editorial material, not a
manufacturer-issued exact-execution datasheet.

Coverage: selected pages relevant to the identified size and configuration. Other options or neighbouring models
retained on an original page apply only where explicitly identified.

Execution notes and conditions

VisiblecurrentOEMmass/O-ring preferred to stale text andsupplierrows; no sealcompoundassumed.
Exact observed article; no generated order-code configurations.

Manufacturer original drawing governs the selected execution.

Source-page index

Source page numbers below are physical pages of each complete original PDF. The original printed page labels and technical content
remain unchanged. Compiled page numbers count this cover/index.

Source A: Oleodinamica Marchesini VUI technical datasheet

Original pages Compiled pages Relevant content

1 2 Exact original article row, hydraulic symbol, ratings, dimensions and installation notes

Hydmaster editorial cover/index - original source pages follow Cover/index 1



TIPO / TYPE

VALVOLE UNIDIREZIONALI

CHECK VALVES

218

VALVOLE UNIDIREZIONALI INTEGRATE

INTEGRATED CHECK VALVES

IMPEGNO:

Valvole che consentono il flusso libero in un senso e
lo bloccano nel senso opposto. Il limitato ingombro
e la configurazione a inserto le rendono particolar-
mente adatte per |'installazione in circuiti integrati.

MATERIALI E CARATTERISTICHE:
Corpo: acciaio zincato.
Tenuta: esterna, tramite OR.

MONTAGGIO:

Awvvitare la valvola nell’apposita cavita tenendo in
considerazione che il fluido & libero da V a C.
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USE AND OPERATION:

Check valves allow free flow in one direction and is
blocks the flow in the reverse direction.

The small dimensions and

insert configuration make these valves ideal for
installation into custom designed hydraulic integrat-
ed circuits.

MATERIALS AND FEATURES:

Body: zinc-plated steel.
Exterior tightness: through O-Ring seal.

CONNECTIONS:

Screw the valve into the right cavity keeping into
consideration that the free flow direction is

from V to C.

Temperatura olio: 50°C - Viscositd olio: 30 cSt
Oil temperature: 50° C - Oil viscosity: 30 cSt

CODICE SIGLA PORTATA MAX PRESSIONE MAX PRESSIONE APERTURA
CODE TYPE MAX FLOW MAX PRESSURE CRACKING PRESSURE
Lt. / min Bar Bar
V0591 VUI 1/4" 20 350 2,2
V0601 VUl 3/8" 30 350 1,8
Vo611 vul 1/2” 50 350 0,7
V0621 VUI 3/4" 80 350 0,9
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CODICE SIGLA
CODE TYPE GAS mm mm mm mm mm mm mm mm kg
V0591 VUI 1/4" G1/4" 11,3 65 1,25 3 3 17 55 9X1 0,011
V0601 VUI 3/8" G3/8 148 8 2 4 3 18,5 55 10,8X1,78 0,018
Vo611 VUL 1/2" G1/2" 18,5 10,5 2,25 6 5 22,5 7 14X1,78 0,037
V0621 VUI 3/4" G3/4" 24 14 3 8 8 28,5 75 1872X262 0,074
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