HYDMASTER - MODEL TECHNICAL REFERENCE

Oleodinamica Marchesini V0O630/1F2.5 VUSF 1 1
hole 2.5 mm fixed-orifice throttle check valve

Manufacturer: Oleodinamica Marchesini
Manufacturer part number / published order designation: V0630/1F2.5
Published model: VO630/1F2.5

About this compilation

Prepared by Hydmaster from selected manufacturer documentation. Original technical pages follow without cropped
drawings, rewritten data or altered units. This cover and index are Hydmaster editorial material, not a
manufacturer-issued exact-execution datasheet.

Coverage: selected pages relevant to the identified size and configuration. Other options or neighbouring models
retained on an original page apply only where explicitly identified.

Execution notes and conditions

Actual selected one-hole full SKU and supplier-specific diameter, within original VUSF size-row orifice limits. OEM
describes CODE/1F plus specified hole diameter; no code/hole combination generated.

Actual selected SKU; no generated configurations.

Source-page index

Source page numbers below are physical pages of each complete original PDF. The original printed page labels and technical content
remain unchanged. Compiled page numbers count this cover/index.

Source A: Oleodinamica Marchesini VUSF technical datasheet

Original pages Compiled pages Relevant content

1 2 Applicable original base row, finite spring/orifice/adjustment evidence and
hydraulic/installation drawing

Hydmaster editorial cover/index - original source pages follow Cover/index 1



TIPO / TYPE VALVOLE REGOLATRICI DI FLUSSO

VUSF 92 FLOW REGULATOR VALVES

VALVOLE UNIDIREZIONALI A STROZZATURA FISSA
FIXED THROTTLE CHECK VALVES s R~ W s

CODE TYPE MAX FLOW MAX PRESSURE CRACKING PRESSURE MINIMUM OREFICE MAXIMUM OREFICE
Lt. / min Bar Bar mm mm
V0590/* VUSF 1/4" 20 350 +0,4/0,7 B06 215
V0600/* VUSF 3/8" 45 350 +0,4/0,7 306 @2
SCHEMA IDRAULICO V0610/* VUSF 1/2" 70 350 +0,4/0,7 @07 @22
HYDRAULIC DIAGRAM V0620/* VUSF 3/4" 110 350 +0,4/07 0,7 @3
V0630/* VUSF 17 160 350 +0,4/0,7 a1 @3
——— Vo631/* VUSF 17 1/4 200 350 1 a1 @5
| | V0632/* VUSF171/2" 300 350 1 a1 @5
C Vv
¢ | Flusso libero
J Free flow
IMPIEGO: USE AND OPERATION: ===\
Valvole regolatrici di flusso che permettono il flusso Free flow in one direction and restricted in reverse.
libero in una direzione e lo controllano in quella The restriction is set by the hole diameter in the
opposta. La portata & regolata dal diametro del throttle valve and therefore it is fixed. -t a
foro di strozzatura ed & pertanto fissa. c
I
MATERIALI E CARATTERISTICHE: MATERIALS AND FEATURES: ===
Corpo: acciaio zincato. . Body: zinc-plated steel.
Comp?onentl interni: acciaio temprato termicamente Internal parts: hardened and ground steel.
e retilﬁcgio: Seal: BUNA N standard.
Guarnizioni: BUNA N standard. Load holding: Guided poppet. L E
Tenuta: a cono guidato.
MONTAGGIO: CONNECTIONS:
Collegare V all’alimentazione e C all’attuatore. Connect V to the supply flow and C to the actuator.
|| ﬂusso passa Iibero dq V a C ed e Conh’o”qfo nel FlOW is Free from V to C Ond resfricled in reverse.
senso opposto. Lo strozzamento & ottenuto median- Throttling is obtained through one or two calibrated
te uno o due fori calibrati, il cui diametro dovra holes, the diameter of which has to be specified with
essere specificato in fase d’ordine. the order.
A RICHIESTA: ON REQUEST:
* Pressione d’apertura diversa da quella standard: ° Of.her seftings C‘VGHC'.b'ei. 1-3-5-8 Bar (please
1-3-5-8 Bar (specificare nella descrizione il valore specify the desired setting in the description)
di pressione desiderato)
PERDITE DI CARICO Temperatura olio: 50°C - Viscosita olio: 30 ¢St v-c L E D) PESO
. . S SIGLA WEIGHT
PRESSURE DROP CURVE Oil temperature: 50° C - Oil viscosity: 30 cSt Copice fvd oS . . . ke
7 3 V0590/* VUSF 1/4" G1/4" 62 19 21 0,104
USF 1/2"
6 VUSF ["1/4 * o o
vUsF 374 2,5 v IR VUSENT2 V0600/ VUSF 3/8 G3/8 68 24 26,5 0,184
5 VUSF3/8"—17 ) / V0610/* VUSF 1/2" G1/2" 77 30 34 0,322
4 v /// V0620/* VUSF 3/4" G3/4" 88 36 40 0,492
EP / / F // V0630/* VUSF 1” @i 105 41 46 0,676
< VUSFT/7 <
< / < Vo0631/* VUSF 17 1/4 G1”1/4 135 55 63 1,646
2
// o5 V0632/* VUSF 17 1/2 G1”1/2 145 60 69 1,950
! = — ' *: CODICE/1F: valvola dotata di un foro calibrato. Specificare le dimensioni del foro. Es. V0590/1F, VUSF 1/4” 1 FORO DIAM. 2 mm
- *: CODE/1F: valve with one calibrated hole, please specify hole diameter. Ordering example: V0590/1F, VUSF 1/4” 1 HOLE DIAM. 2 mm
0 0 *: CODICE/2F: valvola dotata di due fori coh%raﬁ. Specificare la dimensione dei fori. Es. VO610/2F, VUSF 1/2” 2 FORI DIAM. 1 mm
0 10 20 30 40 50 60 70 80 90 100 0 50 100 150 200 250 300 *: CODE/2F: valve with two calibrated holes, please specify hole diameter. Ordering example: V0610/2F, VUSF 1/2” 2 HOLES DIAM. 1 mm
FLOW - Q (I/min) FLOW - Q (I/min)
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