HYDMASTER - TECHNICAL DATA

Naldoni e Biondi NBT009008045 hydraulic cylinder
head

Manufacturer: Naldoni e Biondi

Part number: NBT009008045

Specifications

Hydraulic cylinder head.

Production material designation: GG 25 cast iron.

Bore: 45 mm; outside diameter: 89 mm; overall length: 60 mm; mounting thread: M84x1.5.
Catalogue series pressure: 250 bar.

The complete cylinder design determines the operating pressure rating.

Select seals and guide bushes to suit the cylinder design.

Manufacturer documentation

Technical reference Pages in this PDF

Dimensional drawings and model data 2-3

Technical documentation: Naldoni e Biondi manufacturer catalogue.
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Testata /
V=1 Head

I > 250 bar

> Materiale di produzione:
Ghisa GG 25

> Production material :
Cast iron GG 25

> Materiale di produzione *:
Alluminio

> Production material * :
Alluminium

COD. A

NBT003502516* 25

NBT03502516G 25

NBT004003016" 30

NBTO4003016G 30

NBT04003020G 30

NBT004203216 32

NBT004203218 32

NBT004203220 32

NBT004503520 35

NBT004503522 35

NBT005004020 40

NBT005004022 40

NBT005004025 40
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NBT

COD.

NBTO08007030
NBTO08007032
NBTO08007035
NBTO08007036
NBTO08007040
NBTO08007045
NBTO08007050
NBTO09007530
NBTO09007535
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NBTO09508060
NBTO10008535
NBTO10008540
NBTO10008545

» arichiesta su lotto minimo / on request on a minimum batch
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70
70
70
70
70
70
70
75
75
75
75
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
85
85
85

30
32
#H
36
40
45
50
30
35
40
45
30
ES
40
45
50
E5
40
45
50
S5
56
60
30
85
36
40
45
50
55
56
60
35
40
45

79
79
79
79
79
79
79
89
89
89
89
89
89
89
89
89
92
92
92
92
92
92
92
94
94
94
94
94
94
94
94
94
99
99
99

40
40
40
40
40
40
40
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

50
50
50
50
50
50
50
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60

F

M74X1.5
M74X1.5
M74X1.5
M74X1.5
M74X1.5
M74X1.5
M74X1.5
M80X2
M80X2
M80X2
M80X2
MB84x1.5
MB84x1.5
MB84x1.5
MB84x1.5
MB84x1.5
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M85X2
M90X2
M90X2
MQOX2

27
27
27
27
27
27
27
BY
33
33
33
3
33
K
33
33
&
33
33
3
3
K
33
33
33
33
33
33
3
3
K8
£
33
33
33



	Source A: NBT hydraulic cylinder heads

