
Hydraulic valves

Overcenter valves

Single acting overcenter (line-internal pilot)
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R1=C1, C2, V1, V2

Pilot ratio: FPO S 1/4 LP 20,  FPO S 1/4 LP 35=1:4
Others=1:4,25

Max.flow: 50 l/min

Body: Steel zinc plated

Adjustment means: Leakproof screw adjustement

Assembly: with control valve with this spool (*)

Part nº R1 Max. flow Max. Press. Setting Reg. rate Press. B C
(l/min) (bar) (bar) (bar) increase

(bar/turn)
FPO S 1/4 LP 20 1/4" BSP 50 350 170 60 - 210 70 55 30

FPO S 1/4 LP 35 1/4" BSP 50 350 280 80 - 350 120 55 30

FPO S 3/8 LP 20 3/8" BSP 50 350 170 60 - 210 70 55 30

FPO S 3/8 LP 35 3/8" BSP 50 350 280 80 - 350 120 55 30

FPO S 1/2 LP20 1/2" BSP 50 350 170 60 - 210 70 65 35

FPO S 1/2 LP35 1/2" BSP 50 350 280 80 - 350 120 65 35

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility  resulting from an inappropriate use of the product, except the ones related to  manufacturing defects.
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