Flow tester
Flow tester 300-420 bar DICSA
Flow tester 350 bar Type 60 - 1" 1/2 BSP
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Especificaciones técnicas Functional specification
R1 (rosca de entrada y salida): 1"1/2 BSP R1 (input and output thread):  1"1/2 BSP
R2 (rosca del mandmetro): 1/4" BSP R2 (pressure gauge thread): 1/4" BSP
Temperatura de trabajo: -10 a 502C Ambient temperature: -10 to 502C
Tipo de fluido: aceite hidrdulico Fluid type: Hydraulic oil
Temperatura del fluido: 20 a 80°C para uso continuo, hasta 110 de pico Fluid temperature: 20 to 802C, continuous use, up to 110
Precision: Accuracy: intermittently (10 minutes)
Caudal: + 4% de la escala completa Flow: + 4% of full scale
Temperatura: + 2,52C Temperature: +2,52C
Dimensiones: 199x87x74mm Dimensions: 199x87x74mm
Peso: 3,2kg Weight: 3,2kg
Materiales: Construction material:
Blogue: Aluminio 201173 Main block: Aluminium 201173
Partes internas: Latén Internal parts: Mainly brass
Juntas: Viton Seals: Viton
Part n° Scale (I/min)
FT6068-01 10-200
FT6068-03 20-400

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility resulting from an inappropriate use of the product, except the ones related to manufacturing defects.
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